




Installation(contiuned)

4.Section four: Calibration

How to play function of “Mouse right key”? 
Point to top or down of screen outside than push the

button of “Pointer”. 
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Installation(contiuned)

4.Section four: Calibration

There is another quick way to change the position of icon or
hide it. 
Point to left or right of screen outside then push the button 
of “Pointer”. 
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Installation(contiuned)

5.Section five: Function of icon

Icon position 
P u s h  t h e  b u t t o n  o f  “ P o i n t e r ”  t o  s e l e c t  i c o n ’ s position 
on either the right-side or left-side of screen. 

Mouse

Pen

Eraser

Select the fineness of pen

Select the color of pen 

Erase all

Save files

Redraw

Virtual keyboard
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How to Connect

Desktop PC 

Before starting, make sure that the projector and computers are both 
turned off. 

1. Connect the computer cable. 
Connect either end of the computer cable to the projector’s Computer 
in 1 or Computer in 2 
Disconnect the monitor cable from the computer and connect the
other end of the terminal where the monitor cable is disconnected
from the computer. 
If needed, connect the monitor cable of the computer monitor to 
the projector’s Monitor Out. 
Tighten the screw on all connectors. 

 

2. Connect the audio cable if necessary. 

Connect one end of the audio cable to the Audio in jack on the 
projector. 
Connect the other end of the audio cable to the audio output port 
on the computer sound card. 

VGA

Desktop PC
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How to Connect

Laptop PC 

Before beginning, make sure that the projector and computers are both 
turned off. 

1. Connect the computer cable. 
Connect either end of the computer cable to the projector’s Computer 
in 1. 

 

Connect the other end of the project cable to the monitor out 
connection on the laptop. 

Tighten the all connectors. 

2. Connect the audio cable if necessary. 

Connect one end of the audio cable to the Audio in jack on the 
projector. 

 

Connect the other end of the audio cable to the audio output port 
on the laptop PC. 

Laptop PC
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How to Connect

Video 
 

1. Connect to a video source 

The Projector can receive composite AV ,YPbPr and S-Video. 
Connect RCA plug at projector and video source ( like DVD 
player) for video signal. Please contact with your dealer for 
optional cable. 

2. Connect RCA plug ( white and red) to audio source ( like DVD 
player) and connect the phone jack to projector for audio 
signal. 
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How to Connect

Video 
 

3. Connect YPbPr plug at projector computer in 2 port and video 
source ( like DVD player) for video signal. 

 

4. For S-Video, using S-Video cable connect to projector and 
video source for video signal. 
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Basic Operation

Turning on the projector - Procedure 
 

1. Check the power is turned off for the projector and all components 
connected to the projector. 

2. Remove the lens cover. 

3. Connect the power cord to the projector. 

4. Turn on the power switch. 

5. Press the button on the control panel or [POWER] button on 
the remote control.

21

5

3

KEYSTONE 

INPUT 

4BLANK 
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Basic Operation

Turning on the Projector - Procedure 

6. The power indicator will flash green. 

7. Press the Input button on the control panel or on the 
remote control to select the appropriate source. 

8. Rotate the zoom ring to adjust the screen size. 

9. Rotate the focus ring to adjust the focus. 

6 POWER LAMP

9
8

6

KEYSTONE 

INPUT 

BLANK 
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Basic Operation

Turning off the Projector - Procedure 

1. Press the power button on the projector or remote control. The
power off confirmation message appears . 

2. Press the power button again and the projector will enter cool-down 
mode. The lamp shuts off, the lamp indicator flashes red, and the
fans continue to run for approximately two minutes. During the cool
down sequence the projector will not respond to any control panel 
or remote control buttons. 

Do not set the power switch to off or unplug the 
projector during the cool-down sequence. Not allowing 
the lamp to cool properly will greatly reduce the life 
of the lamp. 

C A U T I O N

3. After the cool-down sequence is completed the fans will shut off 
and the lamp indicator will stop flashing. The projector is now in 
standby mode and can be turned back on with the remote control 
or control panel. If the projector will not be used for an extended 
period, set the power switch to off and disconnect the power cord. 
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Basic Operation

Adjust the Screen Image 
 

1. Adjusting the image size 
Rotate the Zoom Ring to adjust the image. 

 

2. Adjusting the image height 
Extend or retract the front adjustable foot to adjust the height of 
the image. 

3. Correcting Keystone Distortion 
◆ Press the Keystone button on the control panel. 
◆ Keystone correction message will be appeared. 
◆ Press ”Left/Right” button to correct Keystone distortion. 

POWER LAMP 

KEYSTONE 

INPUT 

BLANK 
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Press ”Left button” to    
correct keystone distortion. 

Press ”Right button” to    
correct keystone distortion. 



Functions of Menu (OSD)

Keypad Operating:

6.Menu-Up/Down 
Menu-Left/Right

1.Power 

5.Menu 
 

3.Auto A 7.Quick Key 

KEYSTONE 
4.Input 

INPUT 2.Blank 
BLANK 

Turn on and turn off the projector 1.

2. Blank : Blanks the projected image. If the projector is left in Blank 
m o d e  f o r  m o r e  t h a n  1 5  m i n u t e s , t h e  p r o j e c t o r  w i l l 
automatically shut off the lamp and enter cool-down mode. 

 

3. Auto : Automatically adjusts the settings to match the current input. 
 

4. Input : Selects VIDEO or PC input source. 
 

5. Menu : Enter or exit the main menu (Show and hide the OSD) 

6. : Up / Down arrow buttons, used to navigate through the OSD Menus. 
 

: Right / Left arrow buttons, used to select and adjust OSD Menu 
functions. 

 

7. Quick Key : It can be selected the “Keystone/Brightness/ 
Contrast/Volume” by pressing “bottom” of MENU 
button and adjusted by pressing “Left/Right” bottom 
of MENU button on the control panel or remote 
control. 

There is a “Quick Key“ on the remote control and projector keypad as 
well. 
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1. PICTURE 

Brightness 000/100 Adjusts the overall image brightness 

Contrast 000/100 Adjusts the difference between 
light and dark areas of the image 

Sharpness 000/002 Adjusts the image sharpness 

Display mode  Select 

Video 
Presentation 

Natural  
Green board 

 
User 

Keep the soft tender color 
For computer presentation use 
Nature color 
When using on green board 
 
Adjustments of each RGB color 

User Red 
User Green 
User Blue 

000/100 
000/100 
000/100 

 

Functions of Menu (OSD)

Computer Mode-Picture Menu
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2. AUDIO
Volume 000/040 Adjusts the volume 
Mute Off/on Mutes the volume on/off 

Functions of Menu (OSD)

Computer Mode-Audio Menu
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3.SETTING
H position 000/100 Move the image position horizontally 
V position 000/100 Move the image position vertically 
Phase 000/100 Set the synchronization polarity 
Frequency 000/100 Set the horizontal scanning frequency 
Auto keystone off/on Automatically Corrects keystone 

distortion in image i.e. press once 
to do once 

Keystone V -80/+80 Corrects vertical keystone distortion 
in image 

Auto sync execute Sets all of the above 
settings automatically 

Auto search off/on Search signal source automatically. 

Functions of Menu (OSD)

Computer Mode-SETTING Menu
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Functions of Menu (OSD)

Computer Mode-ADVANCED Menu

57



Functions of Menu (OSD)

Computer Mode-ADVANCED Menu

Blank on 
If the projector is left in Blank mode for more than 15 minutes, the
projector will automatically shut off the lamp and enter cool-down
mode. 

Reset all 
1. After you select [reset all] on the OSD menu, the following confirmation

message will appear on the screen. 

2. Press reset button on the remote control or the button on the control 
panel to reset the OSD Menu values. Press the ESC button or ignore the 
message to exit the Reset All function without changing any settings. 
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4.ADVANCED 
Zoom/pan execute Execute digital zoom and pan function 
Still on/off Freezes the current image on the screen. 
Blank on/off Hide the image, displays a blank, black 

screen*(see below) 
Reset all execute Resets all OSD Menu function to their factory 

default values*( see below) 

Language English Select the language that the OSD Menu and on 
screen massage are display in English / German 
/ French / Spanish / Italian / Portuguese / 
Dutch / Swedish / Chinese(Simplied-Tranditinal) 
/ Korean / Russian / Japanese 

Resize  4:3 

Select source execute Select the input source from: 
Computer 1 / Computer 2 (RGB or YPbPr) 
/ Video / S-Video 

logo on/off on—factory-set logo 
off—blue image only. 

scale mode Normal/True Provide the image in its original size. When the 
original image size larger than the screen size 
(1024x768), this projector enters panning mode 
automatically. 



5.PRESENTATION
Auto ceiling off/on Automatically inverts the image when 

the projector is turned upside down i.e. 
when the projector is mounted on the 
ceiling 

Front execute Normal projection mode 
Ceiling execute Inverts the image vertically, used when 

the projector is mounted upside down 

Rear execute Inverts the image horizontally, used when 
projecting onto a rear projection screen 
 

Ceiling and 
Rear 

execute Inverts the image horizontally and vertically, 
used when the projector is mounted upside 
down and projecting onto a rear projection 
screen 

Auto 
Brightness 

off/on Auto detects brightness; it turns to economic 
mode automatically when the brightness is 
low. 

Lamp mode normal 
economic 

Economic mode reduces the lamp brightness 
economic to extend lamp life and quiet the 
projector 

Lamp  Show Lamp timer 

Reset lamp 
timer 
(optional) 

execute After changing a new lamp,execute this 
function for reset the Lamp timer. 
(see below) 

Functions of Menu (OSD)

Computer Mode-PRESENTATION Menu
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Functions of Menu (OSD)

Reset Lamp Timer 

1. After you select〔Reset Lamp Timer〕on the OSD menu, the following
confirmation message will appear on the screen. 

2.You choose〔Yes〕,the Lamp Mode show〔0〕.

* The replacement warning message is set to appear after about 2000 
hours of lamp use in order to maintain the brightness and quality of the
projected images. When the lamp replacement message appears, 
replace the lamp(part number 23040007) with a new one as soon as 
possible, even if it is still working. 
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1. PICTURE 

Brightness 000/100 Adjusts the overall image brightness 

Contrast 000/100 Adjusts the difference between 
light and dark areas of the image 

Sharpness 000/002 Adjusts the image sharpness 

Display mode  Select 

Video 
Presentation 

Natural 
Green board 

 
User 

Keep the soft tender color 
For computer presentation use 
Nature color 
For Green board uses 
 
adjustments of each RGB color 

 User Red 
User Green 
User Blue 

000/100 
000/100 
000/100 

 

Functions of Menu (OSD)

Video Mode-Picture Menu
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2. AUDIO
Volume 000/040 Adjusts the volume 
Mute Off/on Mutes the volume on/off 

Functions of Menu (OSD)

Video Mode-Audio Menu
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3.SETTING
Auto keystone off/on Automatically Corrects keystone 

distortion in image i.e. press once to 
do once 

Keystone V -80/+80 Corrects vertical keystone distortion in 
image 

Auto search off/on Search signal source automatically. 

 

Functions of Menu (OSD)

Video Mode-Setting Menu
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Functions of Menu (OSD)

Video Mode-Advanced Menu
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Functions of Menu (OSD)

Video Mode-Advanced Menu

blank on 
If the projector is left in Blank mode for more than 15 minutes, the
projector will automatically shut off the lamp and enter cool-down
mode. 

 
Reset all 
1. After you select [reset all] on the OSD menu, the following confirmation

message will appear on the screen. 

2. Press reset button on the remote control or the button on the control panel 
to reset the OSD Menu values. Press the ESC button or ignore the message 
to exit the Reset All function without changing any settings. 
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4.ADVANCED 
Zoom/pan execute Execute digital zoom and pan function 
Still on/off Freezes the current image on the screen. 
Blank on/off Hide the image, displays a blank, black 

screen*(see below) 
Reset all execute Resets all OSD Menu function to their factory 

default values*( see below) 

Language English Select the language that the OSD Menu and on 
screen massage are display in English / German 
/ French / Spanish / Italian / Portuguese / 
Dutch / Swedish / Chinese(Simplied-Tranditinal) 
/ Korean / Russian / Japanese 

Resize  4:3 

Select source execute Select the input source from: 
Computer 1 / Computer 2 (RGB or YPbPr) 
/ Video / S-Video 

logo on/off on—factory-set logo 
off—blue image only. 

scale mode Normal/True Provide the image in its original size. When the 
original image size larger than the screen size 
(1024x768), this projector enters panning mode 
automatically. 



5.PRESENTATION
Auto ceiling off/on Automatically inverts the image when 

the projector is turned upside down i.e. 
when the projector is mounted on the 
ceiling 
 

Front execute Normal projection mode 
Ceiling execute Inverts the image vertically, used when 

the projector is mounted upside down 

Rear execute Inverts the image horizontally, used when 
projecting onto a rear projection screen 

Ceiling and Rear execute Inverts the image horizontally and vertically, 
used when the projector is mounted upside 
down and projecting onto a rear projection 
screen 

Auto Brightness off/on Auto detects brightness; it turns to economic 
mode automatically when the brightness is 
low. 

Lamp mode normal 
economic 

Economic mode reduces the lamp brightness 
economic to extend lamp life and quiet the 
projector 

Lamp  Show Lamp timer 

Reset lamp 
timer (optional) 

execute After changing a new lamp,execute this 
function for reset the Lamp timer. 
(see below) 

Functions of Menu (OSD)

Video Mode-PRESENTATION Menu
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Appendix 

Technical Specifications 
Mechanical Information                                                              
Projector Type                       Multi-media Projector 
Dimensions (W x H x D)               12.20” x 3.78” x.10.63” (310 mm x 96 mm x 270 mm) 
(excluding adjustable feet) 
Net Weight                          7.7 lbs (3.5 kg) 
Feet Adjustment                      0° to 14° 
 

Panel Resolution                                                                   
LCD Panel System                   0.63” TFT Active Matrix type, 3 panels 
Panel Resolution                     1,024 x 768 dots 
Number of Pixels                     2,359,296 (1,024 x 768 x 3 panels) 
 

Signal Compatibility                                                                 
Color System                        PAL, SECAM, NTSC, NTSC4.43, PAL-M, and PAL-N 
High Definition TV Signal              480p, 720p and 1080i 
Scanning Frequency                  H-sync. 15 kHz–69 kHz, V-sync. 43–85 Hz 
 

Optical Information                                                                  
Projection Image Size (Diagonal)       Adjustable from 40” to 300” (Interactive smart function is  

available form 50”~150”) 
Throw Distance                      2.6’–19.8’ (0.8 m–6.0 m) 
Projection Lens                      F1.6–1.88 lens with f18.6 mm–22.3 mm with manual zoom and 

focus 
Projection Lamp                     200 W 
 

Interface                                                                           
Video Input Jack                    RCA Type x 1 
S-video Input Jack                  Mini DIN 4 pin x 1 
Audio Input Jacks                   Mini Jack x 1 
Computer Input                     Analog RGB (Mini D-sub 15 pin) Terminal x 1 
Computer Input                     Analog RGB (Mini D-sub 15 pin) Terminal x 1 / YPbPr 
Monitor Output                      Analog RGB (Mini D-sub 15 pin) Terminal x 1 
Service Port                        Connector Mini DIN 8 pin x 1 
USB Connector                    USB Series B connector x 1 
Audio Output Jack                  Mini Jack x 1  
 

Audio                                                                              
Internal Audio Amp                 3.0 W RMS 
Built-in Speaker                    2 W mono 
 

Power                                                                              
Voltage and Power Consumption     AC 100–120 V , 50/60 Hz (The U.S.A and Canada) 

AC 200–240 V , 50/60 Hz (Continental Europe) 
250W(ECO mode 210W) ,Standby 2W 

 

Operating Environment                                                              
Operating Temperature             41°F–95°F (5 °C–35 °C) 
Storage Temperature               14°F–140°F (-10°C–60 °C) 
 

Remote Control                                                                    
Battery                            AAA x 2 
Operating Range                   13.2’ (4 m)/±30° 
Dimensions                        1.7” (W) x 0.8” (H) x 4.3” (D) (44 mm x 20 mm x 108 mm) 
Net Weight                         56 g (including batteries) 
Laser Pointer                      Class II Laser (Max. Output: 0.9 m W/Wave length: 645–660 nm) 



Maintenance and Troubleshooting

Ceiling Mounted Installation Guide 
 
Attach the optional ceiling mount at four-suspension bracket fixing points when
suspending the from a ceiling. 

A special method of installation is required in order to suspend the
projector from the ceiling. Please ask your dealer for more details.
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Maintenance and Troubleshooting

1.Cleaning the projector 

Clean the projector cabinet by wiping it gently with a soft cloth.If necessary, 
the cabinet can be cleaned using a neutral detergent and a soft cloth ensure th
case 

WARNING Always unplug the projector before performing any
maintenance. 

2.Cleaning the lens 
Use a commercially available air blower, or use lens cleaning paper and lens 
cleaner approved for use on optical coatings. 
Do not clean the lens with harsh materials or subject the lens to shock, as it 
can easily become damaged. Close the lens cover when the projector not
in use. 

 

3.Change Air Filter 

When the air filter becomes clogged with dust, etc., the projector may overheat
and turn itself off to prevent internal damage. 

Clean the air filter every 100-hours. 
*If the filter is difficult to clean or if it is deteriorating, it should be replaced 
1.Remove the filter cover from the bottom of projector. 
2.Pull out the air filter. 
3.Install the new air filter. 

AIR FILTER COVER
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Maintenance and Troubleshooting

4.Q: Why can’t install the program? 
A: You might need to log in as “administrator” to be able to install program to

your computer.  Consult with your I/T engineers to help you in this case.
In addition, program will be deleted if you install twice due to the setting of
program. In this case, please install again. 

5.Q: Why is it showing “No lightpen found”? 
A: The possible reasons for this might be: 

(1).USB cable not well connected 
Please check and make sure the cable is well connected between PC and
Projector. 
* Some Anti-virus program will disable the USB port.  Please close the

anti-virus program and start the “LightPen” program again. 

(2).USB driver is not well installed

(3).The length of USB cable is too long. The USB cable should be shorter 
than 1.5M. If you would like to require longer cable then please 
purchase proper USB extension cable from your dealer. 

(4).USB port on computer malfunction 
Please check if the USB port is functioning.  If not, please consult with
I/T engineer. 

Some note book computer will disable USB ports when the battery is low.
Please try to use AC power. Some note book computers do not
provide standard 500mA to the USB ports or the USB converter is not
working properly, in this case please use our standard USB cable. 

6.Q: Why the green cross target does not appear after running lightpen 
calibration? 

A: This is signaling too weak caused by using USB cable either poor quality or
too long.  Try a better quality USB cable or use proper USB extension cable.

7.Q: Why can’t I make the green cross target turn into black in calibration
procedure? 

A: Possible reasons are the wand or light pen is out of battery or the system 
not working properly caused by strong ambient light interference. 

8.Q: Why the green cross target turns into black itself? 
A: This is caused by strong ambient light interference. Try to control the

ambient light. 

9.Q: What is considered as “strong ambient light interference”? 
A: Strong ambient light is usually caused by the following: 

(1).Sun light direct projection on the screen. You can use curtain to avoid this.

(2).Tungsten lamp working close to the sensor. Try to move the tungsten
lamp away from the sensor or switch it off. 
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Maintenance and Troubleshooting

10.Q: Why is the cursor not at the position pointed? 
A: The possible reasons for this are: 

(1).The system not been well calibrated. Try to point to the “center” of green 
cross target when you running calibration. 

(2).The position of the projector, screen or projection size has been changed

(3).The image resolution been changed 
Run the calibration procedure again will solve the problem.

11.Q: Why is the lightpen not working? 
A: The reasons for this are: 

(1).When using lightpen device, writing in shadow area won’t work as the 
signal can’t be received by the sensor. 

(2).Lightpen battery is low or battery cap is loose. 

(3).Strong ambient light interference.

(4).USB cable not well connected.

12.Q: Why is the cursor jumping? 
A: This is caused by strong ambient light interference.  Try to avoid

strong ambient light interference especially strong sun light directly
projection on the screen. 

13.Q: Why is the lightpen not working after the computer wake up from 
standby? 

A: In some cases if the computer goes into standby mode, the computer will 
shot the USB port.  In this case, close the light pen program and then run 
it again. 

Remarks 
1.The lightpen is working on light signal.  Strong ambient light interference will 

cause it to work abnormally.  Make sure there is not strong ambient light 
(ex. Sunlight or Tungsten lamp directly projection to the screen or the sensor. 

2.When using lightpen device, writing in shadow area won’t work as the signal 
can’t be received by the sensor. 

3.The operation system must be Windows 2000 service pack 2 and above. 
USB port must support USB2.0. 

4..It is required to use USB cable shorter than 1.5m 
For more longer requirement such as ceiling application, please contact with your
dealer to purchase proper USB extension cable. 
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Maintenance and Troubleshooting

Lamp Replacement

Lamp door Lamp Screw 

1. Remove the lamp screw from the lamp door. 
2. Remove the Lamp Door. 
3. Remove the two Phillips head screws that hold the lamp in place. 
4. Grasp the handle on the top of the lamp and pull the lamp straight up 

out of the projector. 
5. Slide the replacement lamp into place and press firmly to seat the lamp. 
6. Reinstall the screws removed in step 3. 
7. Reinstall the lamp door correctly and tighten the screw on the lamp 

door. 
8. Please see page 61 for resetting the lamp timer. 

The lamp and inside of the projector become very hot 
while the projection lamp is lit. Allow the projector to
cool for at least 15 minutes prior to opening the lamp
door. 

C A U T I O N

Do not touch the bulb. Touching the bulb will greatly
decrease the life of the lamp and could cause the bulb 
to explode. 

WARNING
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Maintenance and Troubleshooting

Indicators 
 

The Power and Lamp indicators show the status of the projector. Before
requesting repair, check the projector status using the chart below. If
the problem cannot be resolved contact your dealer. 

an internal fan, the lamp will shut off
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Power 

(Green) 

 

Lamp 

(Red) 

 
Conditions 

 
Notes 

  
Slow 

flashing 
 

 
Off 

 

Stand by 
mode 

 

Projector is ready to be turned on (normal) 
 

 
On 

 

 
Off 

 

 
On mode 

 

 
Projector is on and operating normally 
 

 
On 

 

 
Slow 

flashing 
 

 
Cool-down 

mode 
 

 
Projector is in cool-down mode and will not 
respond to user input (normal) 
  

 
 

On 
 

 
Fast 

flashing 
 

 
Fan-fault 

mode 
 

The projector has detected a problem with 
 
automatically, contact your dealer 
 

 
 

Fast 
flashing 
 

 
 

On 
 

 
 
Lamp-cover 

open 
 

 
T h e  l a m p  c o v e r  i s  o p e n  o r  t h e r e  i s 
a problem with the lamp. If the lamp 
door is closed and replacing the lamp 
does not correct the issue, contact your 
dealer. 
  

 
 
 

Fast 
flashing 
 

 
 
 
 

Fast 
flashing 
 

 
 
 
 

High 
temperature 
 

 
The projector has overheated and shut the 
lamp off. Correct the over temp condition 
immediately. 
1. Check that the ventilation slots are free 

from obstructions 
2. Check the cleanliness of the air filter. 
3. If the condition persists, contact your 

dealer 

 
Slow 

flashing 
 

 
Slow 

flashing 
 

 
Lamp-fault 

mode 
 

 
The lamp does not light., come back ”stand 
by mode”, and turn on the power button. 
 



Maintenance and Troubleshooting

Connect correctly.

Adjust the volume.

Remove obstacle between

contrast setting.

Note：Although bright spots or dark spot may appear on the screen ,this is a
unique characteristic of liquid crystal displays,and it does not constitute or imply
a machine defect. 
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Symptom 

 
Possible cause 

 
Remedy 

  
 

 
The power is 
not turned on 
 

The main power switch is not 
turned on. 
The power cord is 
disconnected. 

Turn on the main power 
switch. 
Plug the power cord into 
an AC power outlet 

 
 
No video 

 
The input is not correctly 
connected. 
No signal input. 
No open lens cover. 

Select the appropriate input 
source. 

 
Remove the lens cover. 

 

 
 
 
No audio 
 

 
The projector is not correctly 
connected. 
The volume is set to minimum. 
Mute is turned on. 
 

Check audio cable connect 
correctly. 

 
Press the MUTE button. 
 

 
 
No remote 
function 
 

 
 
No battery. 
Remote signal be obstructed 
 

Check battery of remote 
controller. 

 
projector and remote 
controller. 

 
 
Colors are 
pale 
 

 
Color density and color 
matching are not correctly 
adjusted. 
Color lose. 

 
Adjust the RGB setting. 
Check VGA cable. 
 

 
Abnormal 
brightness 
& contrast 
 

 
Brightness and contrast are 
not correctly adjusted. 
The lamp is nearing the end 
of its service life. 

Adjust the brightness and 
 

Replace with a new lamp. 
 

 
Video is 
blurred 

 
Focus or RGB phase is out of 
adjustment. 

Adjust the focus and phase. 



List of Support Displays Modes

XGA

75

 
List of Supported Monitor Displays 

Computer mode 

Signal Refresh Rate(Hz) Resolution(dots) 

VGA 60 640X480 

VESA 60/72/75/85 640X480 

SVGA 56/60/72/75/85 800X600 

60/70/75/85 1024X768 

SXGA 70/75 1152X864 

SXGA 60/75 1280X960 

SXGA 60 1280X1024 

MAC 67 640x480 

MAC 75 832x624 

MAC 75 1024x768 

MAC 75 1152x870 

Component(YPbPr) 

Signal Refresh Rate(Hz) Resolution(dots) 

SDTV(480i) 30 720X480 

SDTV(480p) 60 720X480 

HDTV(720p) 60 1280X720 

HDTV(1080i) 30 1920x1080 

Composite/S-video 

Signal Refresh Rate(Hz) Resolution(dots) 

TV(NTSC) 60 720X480 

TV(PAL,SECAM) 50 720X576 

 



JiroOzaki
Stamp

JiroOzaki
Stamp

JiroOzaki
Stamp

JiroOzaki
Text Box
Back of terminal

JiroOzaki
Text Box
Back of terminal

JiroOzaki
Text Box
Front of terminal

JiroOzaki
Text Box
Front of terminal

JiroOzaki
Text Box
Front of terminal



Configuration of Terminal 

Configurations of Terminal  
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S-Video signa Signal name Connection 
Y signal  GND 
return(GND) GND 
C signal  Y 
return(GND) C 
Y signal Input  
C signal Input  

Analog RGB 
Input/output 

12345

678910

1112131415  

Signal name Connection Signal name Connection 
R signal Input R N.C N.C 
G signal Input G N.C GND 

B signal Input B 
Signal 
return(GND) 

N.C 

N.C N.C DDC_Data DDC/SDA 

GND GND 
HSYNC/TTL/co
mp.sync 

H 

R return(GND) GND VSYNC V 
G return(GND) GND DDC_Clock DDC/SCL 
B return(GND) GND   

 

Y,Pb,Pr 
12345

678910

1112131415  
Signal name Connection Signal name Connection 
R signal Input Pr N.C N.C 
G signal Input Y N.C N.C 
B signal Input Pb N.C N.C 
N.C N.C N.C N.C 
GND GND N.C  
R return(GND) GND  N.C  
G return(GND) GND  N.C  
B return(GND) GND    

 

Y 
Pb 
Pr 

 

RS-232C input 

D sub-9 pin 
female 

Mini-Din 8 
pin plug 

2 RXD 5 
3 TXD 3 
5GND 4,8 

 

USB Connector 
Signal name 
VCC 
DATA- 
DATA+ 
GND 

 
1 2 

3 4 

JiroOzaki
Line

JiroOzaki
Text Box
TXD

JiroOzaki
Line

JiroOzaki
Text Box
RXD

JiroOzaki
Stamp

JiroOzaki
Text Box
the image in the OM is
left-side right.

JiroOzaki
Text Box
actual view
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S-Video signa Signal name Connection 
Y signal  GND 
return(GND) GND 
C signal  Y 
return(GND) C 
Y signal Input  
C signal Input  

Analog RGB 
Input/output 

12345

678910

1112131415  

Signal name Connection Signal name Connection 
R signal Input R N.C N.C 
G signal Input G N.C GND 

B signal Input B 
Signal 
return(GND) 

N.C 

N.C N.C DDC_Data DDC/SDA 

GND GND 
HSYNC/TTL/co
mp.sync 

H 

R return(GND) GND VSYNC V 
G return(GND) GND DDC_Clock DDC/SCL 
B return(GND) GND   

 

Y,Pb,Pr 
12345

678910

1112131415  
Signal name Connection Signal name Connection 
R signal Input Pr N.C N.C 
G signal Input Y N.C N.C 
B signal Input Pb N.C N.C 
N.C N.C N.C N.C 
GND GND N.C  
R return(GND) GND  N.C  
G return(GND) GND  N.C  
B return(GND) GND    

 

Y 
Pb 
Pr 

 

RS-232C input 

D sub-9 pin 
female 

Mini-Din 8 
pin plug 

2 RXD 5 
3 TXD 3 
5GND 4,8 

 

USB Connector 
Signal name 
VCC 
DATA- 
DATA+ 
GND 

 
1 2 

3 4 
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